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sériaÚžitkové automobily s chipom
KW / PS(HP) NM KW / PS(HP) NM Typ chipu

sériaAutobusy s chipom
KW / PS(HP) NM KW / PS(HP) NM Typ chipu

Atlas Bagger (engine Deutz B4M2012)
Atlas Bagger (engine Deutz B4M2012)
Atlas Bagger (engine Deutz B6M2012)
CHEVROLET Silverado Pickup-Heavy Duty 6.6 TD
DAF 45/55 - 3.9/5.9I
DAF LF - 3.9l
DAF LF-3.9I
DAF LF - 3.9l
DAF CF/LF - 5.9l
DAF CF/LF - 5.9l
DAF CF/LF - 5.9l
DAIHATSU 3.0 TD, small truck, Delta Standart CAB Tipper
DEUTZ Motortypen: 1012/1013/2012/2013/1015 BAGGER
DEUTZ TCD 2012/L4

TCD2012/L6
DEUTZ TCD 2013/L4/2V

TCD2013/L6/2V
TCD2013/L6/4V

DODGE RAM 2500/3500 24Valve, 6Zyl, 5.9l Cummins,
Standard Option
high Option (ab Mitte 1998 bis 2002)
DODGE RAM 2500/3500 5.9 Cummins, 6Zyl., Heavy Duty,
Standard California engine (Modell 2003)
Standard 49 state engine (Modell 2003)
High Option engine
DODGE 5.9 TD Cummins (LKW, Pick Up, Schiffe)
DODGE 5.9 TD - RAM Heavy Duty Cummins
FORD Power Stroke, Tonka, Excursion,

F150/F250/F350 - 6.0 TD V8 -Pickup (ab 2003)
GM Duramax
HINO Ranger-Pro/, 8.0 TD
IVECO 470
IVECO Euro Cargo Tector E-13 3.9l Cummins
IVECO Euro Cargo Tector E-15 3.9l Cummins
IVECO Euro Cargo Tector E-17 3.9l Cummins
IVECO Euro Cargo Tector E-18 5.9l Cummins
IVECO Euro Cargo Tector E-21 5.9l Cummins
IVECO Euro Cargo Tector E-24 5.9l Cummins
IVECO Euro Cargo Tector E-28 5.9l Cummins
IVECO Euro Cargo Tector E-14 3.9l (ab 2006)
IVECO Euro Cargo Tector E-16 3.9l (ab 2006)
IVECO Euro Cargo Tector E-18 3.9l (ab 2006)
IVECO Euro Cargo Tector E-18 3.9l (ab 2006)
IVECO Euro Cargo Tector E-18 - 5.9l (ab 2006)
IVECO Euro Cargo Tector E-22 - 5.9l (ab 2006)
IVECO Euro Cargo Tector E-25 - 5.9l (ab 2006)
IVECO Euro Cargo Tector E-28 - 5.9l (ab 2006)
IVECO Euro Cargo Tector E-30 - 5.9l (ab 2006)
KÄSSBOHRER Pisten Bully Canyon 1.9 TDI
LOGSET Harvester 6H (Forstmaschinen) 1106-E60TA
MAN/ÖAF264,284,293,314,343,364, 403,414,
463, 464, TG-A,F2000
MAND 2866 LOH/LUH - 11.97l

MAND 2876 LOH/LUH - 12.81l

MAND 0834 LFL - 4.58l

MAND 0836 LFL/LF - 6.87l

MAND 2866 LF-11.97l

MAND 2876 LF-12.82l
MANTGL D0834 LFL40 - 4.58l (Modell 2006)

TGL D0834 LFL41 - 4.58l (Modell 2006)
TGL D0834 LFL42 - 4.58l (Modell 2006)

MANTGL D0836 LFL40 - 6.871l (Modell 2006)
MANTGM D0836CR - 6.871l (Modell 2006)

MANTGA D2066CR -10.518l (Modell 2005)

MANTGA D2876CR -12.816l (Modell 2004)

MANTGA D2840CR -18.273l (Modell 2004)
MANTGA D2842CR - 21.927l
MANTGA D2066CR -10.518l (ab 2006)

MANTGS/TGX D2066LOH/LF10 - 10.5201 (ab 2007)
TGS/TGX D2066LOH/LF10 - 10.520l
TGS/TGX D2066LOH/LF10 - 10.520l
TGS/TGX D2066LOH/LF10 - 10.520l
TGS/TGX D2676LOH     -12.412l
TGS/TGX D2676LOH/LF -12.412l
TGS/TGX D2676LF      -12.412l

MAN TGX D2868CR -16.160l (ab 2007)
MERCEDES SK (z.B. 270,2638 etc.) mit EDC
MITSUBISHI Canter 35S Turbo
Canter 60S/75Turbo Bosch VP44 mit 4M4 Motor (ab 2001)
Canter 60S/75 Turbo Denso V4 mit 4D3 Motor (ab 2001)
MITSUBISHI Canter 3.5/3.9TD
MITSUBISHI Fuso FV51J 24V - 12.882ll
NISSAN Cabstar E

TL 95.32 - 2.7 TD
TL 120.35/TL 120.44-3.0 TD

NISSAN 2.5dCi (YD-25), Cabstar (ab 2006)
2.5dCi (YD-25)
3.0dCi (ZD-30)

NISSAN Atleon
TK 120.35 / TK 120.56 - BD 30 Tl - 3.0l
TK 140.75-BD 40 Tl-4.0l
TK 165.75- B 660 N -6.0l

NISSAN 3.0dCi (ZD-30), Atleon (ab 2006)
3.0dCi
3.0dCi
6-OdCi
6.0dCi

RENAULT Magnum (390, 430, 470)
RENAULT Mascott

2.8dCi-110
2.8dCi-T30
2.8dCi-150
3.0dCi-160

RENAULT Midlum 4.0l
150dCi
180dCi

RENAULT Kerax, Midlum, Premium Route - 6.2 l
220dCi
270dCi

RENAULT Kerax, Premium Route -11.01
320dCi
370dCi
420dCi

SCANIA 113/114/124/143/144 (380/400/460/530)
STEYR S26,S28, S31,S36, S40, S41, S46
STEYR - siehe MAN Motorentypen
TOYOTA Dyna 200 D-40 / D4-D
VOLVO BaggerL150E
VOLVO FH 16 (520PS), FN 12, B10M, FL 10,

F12-altes Modell

67/91 — 81/110 — C11
74/101 — 88/120 — C11

110/150 — 125/170 — C11
220/300 705 250/340 820 V-CR

alle alle +51/+40 +250 V-CR
99/135 500 121/165 700 V-CR

110/150 550 132/180 750 V-CR
123/167 600 147/200 800 V-CR
136/185 700 165/225 950 V-CR
162/220 820 191/260 1050 V-CR
184/250 950 213/290 1200 V-CR
85/116 240 101/137 280 V-CR

— — +11/+15 — C11
103 /140 520 118/160 560 V-CR
155 /211 810 176/240 900 V-CR
129/175 670 154/210 870 V-CR
200/272 1100 232/315 1300 V-CR
243/330 1310 279/380 1450 V-CR
160/218 500 184/250 600 V-VP
172/235 625 202/275 800 V-VP
180/245 680 210/285 855 V-VP

173/235 685 202/275 800 V-CR
184/250 685 213/290 800 V-CR
224/305 755 257/350 870 V-CR
172/235 900 202/275 1150 V-CR
239/325 814 268/365 890 V-CR
239/325 560 268/365 640 V-CR

239/325 560 272/370 650 V-CR
173/235 706 i.V. i.V. II

alle alle +51/+70 +400 C11
95/130 440 114/155 500 V-CR

110/150 500 129/175 560 V-CR
125/170 575 147/200 650 V-CR
133/180 590 162/220 680 V-CR
155/210 690 184/250 790 V-CR
177/240 840 206/280 940 V-CR
205/280 930 235/320 1030 V-CR
103/140 460 121/165 520 V-CR
118/160 530 136/185 600 V-CR
130/177 570 151/205 640 V-CR
134/182 610 156/212 690 V-CR
135/183 650 157/213 740 V-CR
160/217 680 185/252 780 V-CR
185/251 850 214/291 950 V-CR
205/279 950 235/320 1050 V-CR
220/299 1050 257/350 1150 V-CR

63/86 215 77/105 240 V-VP37
129/175 695 136/185 765 V-VP

alle alle +59/+80 +500 C11

191/260 1050 213/290 1200 C11
228/310 1250 265/360 1450 C11
257/350 1500 294/400 1850 C11
294/400 1730 346/470 2100 C11
294/400 1730 346/470 2100 C11
316/430 1850 367/500 2250 C11
338/460 2000 390/530 2400 C11
110/150 540 129/175 600 V-VP
132/180 650 154/210 720 V-VP
162/220 850 184/250 930 V-VP
180/245 975 202/275 1060 V-VP
206/280 1100 235/320 1250 V-VP
228/310 1500 257/350 1750 C11
265/360 1700 294/400 2000 C11
301/410 1850 331/450 2150 C11
338/460 2100 375/510 2500 C11
110/150 570 129/175 650 V-CR
132/180 700 154/210 820 V-CR
151/206 830 173/235 950 V-CR
176/240 925 202/275 1150 V-CR
176/240 925 202/275 1150 V-CR
206/280 1100 232/315 1300 V-CR
240/326 1250 268/365 1350 V-CR
228/310 1550 254/345 1750 V-CR
257/350 1750 287/390 2000 V-CR
287/390 1900 361/430 2200 V-CR
361/430 2100 346/470 2400 V-CR
353/480 2300 382/520 2600 V-CR
390/530 2400 419/570 2750 V-CR
485/660 2700 522/710 3000 V-CR

735/1000 3500 845/1150 4100 V-CR
294/400 1900 323/440 2200 V-CR
321/436 2100 349/475 2400 V-CR
235/320 1600 261/355 1800 V-CR
265/360 1800 294/400 2100 V-CR
294/400 1900 324/440 2200 V-CR
324/440 2100 353/480 2400 V-CR
338/460 2100 368/500 2400 V-CR
353/480 2300 382/520 2600 V-CR
397/540 2500 426/580 2800 V-CR
500/680 3000 537/730 3400 V-CR

alle alle +51+70 +400 C11
92/125 294 110/150 350 V-VP

105/143 412 125/170 500 V-VP
105/143 412 143/170 500 V-VP
103/140 365 118/160 420 II
257/350 1520 283/385 1720 V-CR

68/92 210 i.V. i.V. V-VP
88/120 272 i.V. i.V V-VP
81/110 250 96/130 290 V-CR
96/130 270 110/150 310 V-CR

110/150 350 129/175 390 V-CR

88/120 272 i.V i.V V-VP
100/136 417 i.V. i.V V-VP
117/159 450 i.V i.V V-VP
110/150 350 129/175 390 V-CR
103/140 500 118/160 550 V-CR
136/185 700 154/210 750 V-CR
162/221 850 188/255 950 V-CR
183/250 970 210/285 1100 V-CR

alle alle +51/+70 +400 C11

78/106 250 95/130 290 V-CR
92/125 290 110/150 330 V-CR

107/146 320 126/172 370 V-CR
115/156 350 137186 400 V-CR

112/152 550 129/175 600 V-CR
128/174 580 151/205 630 V-CR

158/215 700 188/255 780 V-CR
195/265 900 224/305 980 V-CR

229/311 1210 272/370 1500 V-CR
266/361 1670 305/415 1950 V-CR
303/412 1870 353/480 2200 V-CR

alle alle +51/+70 +400 C11
alle alle +59/+80 +400 C11
alle alle alle alle V-VP

108/147 410 123/167 460 V-CR
200/272 1380 228/310 1710 C11

alle alle +51/+70 +400 C11

IRIS-BUS llleda/Ares 320 dCi
370 dCi
420 dCi
IRIS-BUS 2.8 JTD-Daily
MAN- D 2866 LOH/LUH - 11.97l

MAN - D 2876 LOH/LUH -12.81l

MAN - D 0834 LOH - 4.58l

MAN - D 0836 LOH/LUH - 6.87l

MAN - D 2866 LOH/LUH - 11.97l

MAN-D 2876 LOH-12.82l
MAN - D 0836 LOH41/LUH41 - 6.87l
D 0836 LOH40/LUH40 - 6.87l
D2876LOH20      -12.816l
D2876LOH21      -12.816l
MAN - D 0834 LOH50 - 4.58l
D 0834 LOH51 - 4.58l
D 0836 LOH52 - 6.87l
D 0836 LOH51 - 6.87l
D 2066 LOH01-10.518ll
D2066LOH02-10.518I
D2066LOH03- 10.518l
D2066LOH04-10.518I
D2066LUH11 - 10.518l
D 2066 LUH12-10.518l
D 2066 LUH13-10.518l
D 2066 LUH14-10.518l
D 2066 LUH15-10.518l
D 2676 LOH01 -12.418l
D2676LOH02- 12.418l
SETRA - Omnibusse mit MB-Motoren

CASE MXU 110-4.5l
GASE MXU 125-6.7l

MXU 135-6.71
CASECVX1135-6.6I
CASECVX1145-6.6I
CASECVX1155-6.6I
CASECVX1170-6.6I
CASECVX1190-6.6I
CASECVX1195-6.6I
CLAAS Ares 547 - 4.5l

Ares 557 - 4.5l
Ares 567 - 4.5l
Ares 577 - 4.5l

CLAAS Ares 616-6.8l
Ares 656 - 6.8l
Ares 696 - 6.8l

CLAAS Ares 617-6.8l
Ares 657 - 6.8l
Ares 697 - 6.8l

CLAAS Ares 816-6.8l
Ares 826 - 6.8l
Ares 836 - 6.8l

CLAAS Atles 926-7.15l
Atles936-7.15l

CLAAS Celtis 426 - 4.5l
Celtis 436 - 4.5l
Celtis 446 - 4.5l
Celtis 456 - 4.5l

Fastrac - 3220 Fastrac 5.9l
2140Fastrac6.7l
3200 Fastrac 6.7l
3230 Fastrac 6.7l
8250 Fastrac 8.3l

Fendt (MAN) - 916 Vario (ab ca. 2000)
Fendt (MAN) - 920 Vario (ab ca. 2000)
Fendt (MAN) - 924 Vario (ab ca. 2000)
Fendt (MAN) - 926 Vario (ab ca. 2000)
Fendt (MAN) - 930 Vario (TMS - ab ca. 2000)
Fendt - 5220E Mähdrescher

5250E Mähdrescher
6250E Mähdrescher

Fendt - 309 Vario (ab ca. 2006)
310 Vario
311 Vario
312 Vario

Fendt - 411 Vario (ab ca. 2006)
412 Vario
413 Vario
414 Vario
415 Vario

Fendt - 712 Vario (ab ca. 2006)
714 Vario
16 Vario
718 Vario

Fendt - 818 Vario (ab ca. 2006)
820 Vario

Fendt - 922 Vario (ab ca. 2006)
924 Vario
927 Vario
930 Vario
933 Vario
936 Vario

John Deere- 4045 - TF 275 (Stanadyne DE10)

John Deere- 4045 - HF 275 (Stanadyne DE10)

John Deere- 6068 - TF 275 (Stanadyne DE10)

John Deere- 6068 - HF 275 (Stanadyne DE10)
John Deere- 6081 H - 853J, 903J, 909J, 953J, 959J - 8.11
John Deere- 6020 - 4.531 (Stanadyne DE10)
John Deere- 6120/6120SE - 4.53l (Stanadyne DE10)
John Deere- 6220 / 6220SE - 4.53l (Stanadyne DE10)
John Deere- 6320SE - 4.53l (Stanadyne DE10)
John Deere- 6420SE - 4.53l (Stanadyne DE10)
John Deere - 6520SE (Stanadyne DE10)
John Deere- 6620SE (Stanadyne DE10)
John Deere- 6320 - 4.53l
John Deere- 6410 - 4.53l - AutoPowr
John Deere- 6420 - 4.53l - AutoPowr
John Deere- 6420 - 4.53l
John Deere- 6420S - 4.53l - AutoQuad (ab2003)
John Deere- 6420S - 4.53l - AutoPowr
John Deere- 6420S - 4.53l - AutoPowr
John Deere- 6420S - 4.53l - AutoQuad
John Deere - 6520 - 6.8l

230/313 1250 268/365 1500 V-CR
266/361 1620 305/415 1900 V-CR
317/431 1870 360/490 2200 V-CR
92/125 290 107/145 330 V-CR

191/260 1050 213/290 1200 C11
228/310 1250 265/360 1450 C11
257/350 1500 294/400 1850 C11
294/400 1730 346/470 2100 C11
294/400 1730 346/470 2100 C11
316/430 1850 367/500 2250 C11
338/460 2000 390/530 2400 C11
125/170 580 143/195 640 V-VP
125/170 620 143/195 680 V-VP
132/180 650 154/210 720 V-VP
162/220 850 184/250 930 V-VP
206/280 1100 235/320 1250 V-VP
191/260 1050 213/290 1200 C11
228/310 1400 265/360 1750 C11
265/360 1700 309/420 2100 C11
301/410 1850 353/480 2250 C11
338/460 2100 390/530 2550 C11
176/240 925 202/275 1150 V-CR
206/280 1100 232/315 1300 V-CR
353/480 1900 382/520 2200 V-CR
390/530 1900 419/570 2200 V-CR
132/180 700 154/210 820 V-CR
151/206 830 173/235 930 V-CR
177/240 925 202/275 1150 V-CR
206/280 1100 232/315 1300 V-CR
225/320 1600 261/355 1800 V-CR
265/360 1800 294/400 2100 V-CR
294/400 1900 324/440 2200 V-CR
324/440 2100 353/480 2400 V-CR
199/270 1250 224/305 1450 V-CR
228/310 1550 254/345 1750 V-CR
257/350 1750 287/390 2000 V-CR
287/390 1900 361/430 2200 V-CR
361/430 2100 346/470 2400 V-CR
338/460 2100 368/500 2400 V-CR
353/480 2300 382/520 2600 V-CR

alle alle +44/+60 +300 C11

85/116 520 100/136 580 V-CR
92/125 566 107/145 630 V-CR

100/136 612 114/155 680 V-CR
101/137 570 115/156 630 V-VP
108/147 610 122/166 670 V-VP
115/156 660 129/175 720 V-VP
126/171 725 140/190 785 V-VP
141/192 790 155/211 850 V-VP
144/196 792 165/225 865 V-CR

66/90 368 81/110 420 V-PD
74/100 415 88/120 475 V-PD
81/110 430 95/130 490 V-PD
88/120 485 103/140 545 V-PD
81/110 457 95/130 520 V-PD
92/125 528 107/145 588 V-PD

104/140 585 118/160 645 V-PD
82/112 463 97/132 530 V-PD
94/128 533 110/150 600 V-PD

105/143 591 123/167 660 V-PD
115/156 664 132/180 730 V-PD
129/175 759 143/195 830 V-PD
143/194 820 165/225 895 V-PD
166/226 980 i.V i.V i.V
184/250 1050 i.V. i.V. i.V

53/72 283 64/87 325 V-PD
59/80 333 72/98 370 V-PD
66/90 365 81/110 405 V-PD

74/100 390 88/120 430 V-PD
162/220 — 180/245 — V-PD
114/155 597 129/175 650 V-CR
147/200 — 162/220 — V-CR
164/223 1176 184/250 1255 V-CR
182/248 1179 202/275 1260 V-CR
132/180 825 151/205 895 V-VP
154/210 960 176/240 1030 V-VP
176/240 1045 206/280 1115 V-VP
199/270 1180 228/310 1250 V-VP
221/300 1280 250/340 1360 V-VP
162/220 — 180/245 — V-CR
184/250 — 202/275 — V-CR
184/250 — 202/275 — V-CR

69/94 407 80/109 455 V-CR
73/99 445 85/115 500 V-CR

84/114 485 99/134 545 V-CR
91/124 515 106/144 575 V-CR
84/114 505 99/134 565 V-CR
91/124 550 106/144 610 V-CR
98/133 589 113/153 650 V-CR

106/144 613 121/164 675 V-CR
113/154 657 128/174 720 V-CR
97/132 571 113/153 630 V-CR

108/147 640 123/167 700 V-CR
123/167 724 138/187 785 V-CR
133/181 780 148/201 840 V-CR
137/186 840 151/206 910 V-CR
152/207 895 167/227 965 V-CR
158/215 913 173/235 985 V-CR
172/234 1000 187/254 1080 V-CR
194/264 1100 212/288 1180 V-CR
217/295 1218 235/320 1300 V-CR
238/324 1310 257/350 1390 V-CR
261/355 1482 279/380 1560 V-CR
82/112 —- 93/127 — V-PD
86/117 —- 97/132 — V-PD
86/117 —- 97/132 — V-PD
93/126 — 104/141 — V-PD

104/141 — 117/159 — V-PD
101/137 — 114/155 — V-PD
104/141 — 117/159 — V-PD
112/152 — 125/170 — V-PD
116/158 — 129/176 — V-PD
123/167 — 136/185 — V-PD
127/173 — 142/193 — V-PD
129/175 — 143/195 — V-PD
205/279 1200 227/309 1400 V-CR

55/75 — 66/90 — V-PD
59/80 — 72/98 — V-PD
66/90 — 81/110 — V-PD

74/100 — 88/120 — V-PD
81/110 — 96/130 — V-PD
85/115 — 99/135 — V-PD
92/125 — 107/145 — V-PD
74/101 — 85/116 — V-CR
77/105 — 88/120 — V-VP
81/110 — 92/125 — V-VP
81/110 — 92/125 — V-CR
81/110 — 92/125 — V-CR
88/120 — 103/140 — V-CR
81/110 — 92/125 — V-VP 
88/120 — 103/140 — V-VP
81/110 — 92/125 — V-VP

sériaTraktory s chipom
KW / PS(HP) NM KW / PS(HP) NM Typ chipu

sériaTraktory s chipom
KW / PS(HP) NM KW / PS(HP) NM Typ chipu

sériaTraktory s chipom
KW / PS(HP) NM KW / PS(HP) NM Typ chipu

John Deere- 6520 - 6.8l - AutoQuad
John Deere- 6520 - 6.8ll - AutoPowr
John Deere- 6520 - 6.8l - PowrQuadPlus
John Deere- 6520 - 6.8l - AutoQuadPlus (ab 2003)
John Deere- 6520 - 6.8l - AutoQuad
John Deere- 6610 - 6.8l - AutoPowr
John Deere- 6620 - 6.8l - AutoQuad
John Deere- 6620 - 6.8l - AutoPowr
John Deere- 6620 - 6.8l - PowrQuadPlus
John Deere- 6620 - 6.8l - PowrQuadPlus (ab 2003)
John Deere- 6620 - 6.8l - AutoQuad
John Deere- 6620 - 6.8l - AutoPowr
John Deere- 6810 - 6.8l - AutoPowr
John Deere- 6820 - 6.8l - AutoQuad
John Deere- 6820 - 6.8l - AutoPowr
John Deere- 6820 - 6.8l - PowrQuadPlusJ
John Deere- 6820 - 6.8l - PowrQuadPlus (ab 2003)
John Deere- 6820 - 6.8l - AutoQuad
John Deere- 6820 - 6.8l - AutoPowr
John Deere- 6910 - 6.8l - AutoPowr
John Deere- 691 OS - 6.8l
John Deere- 6920/6920S - 6.8l - AutoQuad
John Deere- 6920/6920S - 6.8l - AutoPowr
John Deere- 6920/6920S - 6.8l - PowrQuadPlus
John Deere- 6920 - 6.8l - PowrQuadPlus (ab 2003)
John Deere- 6920 - 6.8l - AutoQuad
John Deere- 6920 - 6.8l - AutoPowr
John Deere- 6920S - 6.8l • AutoQuad
John Deere- 6920S - 6.8l - AutoPowrJ
John Deere- 6920S - 6.8l - PowrQuadPlus
John Deere- 6920S - 6.8l - PowrQuadPlus (ab 2003)
John Deere- 6920S - 6.8l - AutoQuad
John Deere- 6920S - 6.8l - AutoPowr
John Deere- 7710 - 8.1l - AutoQuad
John Deere- 7710 - 8.1l - AutoPowr
John Deere- 7710 - 8.1l - AutoQuad
John Deere- 7710 - 8.1l - AutoPowrl
John Deere- 7720 - 6.81
John Deere- 7810 - 8.11 - AutoQuad
John Deere- 7810 - 8.11 - AutoPowr
John Deere - 7810 - 8.11 - AutoQuad
John Deere- 7810 - 8.11 - AutoPowr
John Deere- 7820 - 6.81
John Deere-7920-8.11
John Deere- 8100-7.61
John Deere- 8100-8.11
John Deere- 8110-8.11
John Deere- 8200 - 7.61
John Deere- 8200-8.11
John Deere- 8210-8.11
John Deere- 8300 - 7.61
John Deere- 8300-8.11
John Deere- 8310-8.11
John Deere- 8400-8.11
John Deere- 8410- 8.11
John Deere- 8120 - 8.11 (ab 2003)
John Deere- 8220 - 8.11 (ab 2003)
John Deere- 8320 - 8.11 (ab 2003)
John Deere- 8420 - 8.11 (ab 2003)
John Deere- 8520 - 8.11 (ab 2003)
John Deere- 9040 - 8.11 - Mähdrescher
John Deere- 9060 - 8.11 - Mähdrescher
John Deere- 9080 - 8.11 - Mähdrescher
John Deere- 9540 - 6.81 - Mähdrescher
John Deere- 9560 - 6.81 - Mähdrescher (ab 2003)
John Deere- 9560 - 8.11 - Mähdrescher (ab 2003)
John Deere- 9580 - 8.11 - Mähdrescher (ab 2003)
John Deere- 9640 - 8.11 - Mähdrescher (ab 2003)
John Deere- 9660 - 8.11 - Mähdrescher (ab 2003)
John Deere- 9680 - 8.11 - Mähdrescher (ab 2003)
John Deere- 9780 - 8.11 - Mähdrescher
John Deere- 9780 CTS - 8.11 - Mähdrescher (ab 2003)
Massey FergusonMF 5465 - 6.0l
Massey FergusonMF 6460 - 4.4l

MF 6470 - 4.4l
Massey FergusonMF 6465 - 6.0l

MF 6475 - 6.0l
MF 6480 - 6.0l

Massey FergusonMF 6485 - 6.6l
MF 6490 - 6.6l
MF 6495 - 6.6l

Massey FergusonMF 6497 - 6.6l
MF 6499 - 7.4l

Massey FergusonMF 7465 - 6.0l
MF 7475-6.0l
MF 7480 - 6.0l

Massey FergusonMF 7485 - 6.6l
MF 7490 - 6.6l
MF 7495 - 6.6l

Massey FergusonMl- 8210 - 6.0l
MF 8220 Xtra - 6.0l

Massey FergusonMF 8240/8440 Xtra - 6.6l
MF 8250/8450 Xtra - 7.4l
MF 8260/8460 Xtra - 7.4l
MF 8270/8470 Xtra - 8.4l
MF 8280/8480 Xtra - 8.4l

Mc Cormick MC 95 - 4.4l
MC 105-4.4l
MC 115-4.4l
MC 120-6.0l
MC 135-6.0l

MC CormickMTX 120 - 6.7l .
MTX 135-6.7l
MTX 150-6.7l
MTX 165-6.7l
MTX 185 - 6.7l
MTX 200 - 5.9l

Mc CormickXTX 185M - 6.7l
XTX 185E -6.7l
XTX 200M • 6.7l
XTX200E -6.7l
XTX 215M-5.9l
XTX215E -5.9l

Mc CormickZTX 230 - 8.3l
ZTX 260 - 8.3l
ZTX 280 - 8.3l
TM 175-7.5l

New HollandTM 190-7.51
New Holland TVT 135-6.61
New Holland TVT 145-6.61
New HollandTVT 155-6.61
New Holland TVT 170-6.61
New HollandTVT 190-6.61
New HollandTS 110A - 4.5l
New Holland TS 125A - 6.7l

TS135A-6.7I
New HollandT6020 Elite - 4.5l

T6040 Elite - 4.5l
T6060 Elite - 4.5l

New HollandT7030 - 6 7l
T7040 - 6.7l
T7050-6.7I
T7060 - 6.7l

92/125 — 107/145 — V-VP
92/125 — 107/145 — V-VP
92/125 — 107/145  — V-VP
81/110 — 92/125 — V-CR
81/110 — 92/125 — V-CR
85/115 — 100/136   — V-VP
92/125 — 107/145 — V-VP
92/125 — 107/145 — V-VP
92/125  — 107/145 — V-VP
92/125 — 107/145 — V-CR
92/125  — 107/145 — V-CR
92/125  — 107/145   — V-CR
92/125 — 107/145 — V-VP
99/135 — 114/155 — V-VP
99/135 — 114/155 — V-VP
99/135 — 114/155 — V-VP
99/135  — 114/155 — V-CR
99/135 — 114/155   — V-CR
99/135 — 114/155 — V-CR
103/140 — 118/160 — V-VP
110/150 — 125/170 — V-VP
110/150 — 125/170 — V-VP
110/150 — 125/170 — V-VP
110/150 — 125/170     — V-VP
110/150 — 125/170 — V-CR
110/150 — 125/170 — V-CR
110/150 — 125/170 — V-CR
110/150 — 129/175 — V-VP
118/160 — 136/185 — V-VP
118/160 — 136/185 — V-VP
118/160 — 136/185 — V-CR
118/160 — 136/185 — V-CR
118/160 — 136/185 — V-CR
118/160 — 132/180 — C-11
118/160 — 132/180 — C-11
118/160 — 132/180 — V-CR
118/160 — 132/180 — V-CR
125/170 — 140/190 — V-CR
129/175 — 143/195 — C-11
129/175 — 143/195 — C-11
129/175 — 143/195 — V-CR
129/175 — 143/195 — V-CR
136/185 — 151/205 — V-CR
147/200 — 165/225 — V-CR
136/185 — 154/210 — C-11
136/185 — 154/210 — C-11
143/195 — 162/220 — C-11
154/210 — 173/235 — C-11
154/210 — 173/235 — C-11
158/215 — 176/240 — C-11
169/230 — 187/255 — C-11
169/230 — 187/255 — C-11
173/235 — 191/260 — C-11
191/260 — 210/285 — C-11
199/270 — 217/295 — C-11
147/200 — 165/225 — V-CR
162/220 — 184/250 — V-CR
180/245 — 199/270 — V-CR
198/270 — 217/295 — V-CR
217/295 — 235/320 — V-CR
147/200 — 165/225 — V-VP
165/225 — 184/250 — V-VP
183/250 — 202/275 — V-VP
165/225 — 184/250 — V-VP
182/247 — 199/270 — V-CR
182/247 — 199/270 — V-CR
203/276 — 221/300 — V-CR
203/276 — 221/300 — V-CR
224/305 — 246/335 — V-CR
249/339 — 272/370 — V-CR
224/305 — 246/335 — C-11
249/339 — 272/370 — V-CR
90/120 500 103/140 560 V-VP
85/115 471 97/132 510 V-VP
92/125 492 107/145 530 V-VP
88/120 500 103/140 550 V-VP
99/135 565 114/155 630 V-VP
107/145 590 121/165 650 V-VP
113/154 650 130/177 710 V-VP
125/170 720 140/190 780 V-VP
136/185 780 153/208 840 V-VP
143/195 i.V. i.V. i.V. i.V.
158/215 864 i.V. i.V. i.V.
88/120 500 103/140 560 V-VP
99/135 565 114/155 630 V-VP
107/145 590 121/165 650 V-VP
114/155 650 132/180 710 V-VP
125/170 720 143/195 780 V-VP
136/185 780 154/210 840 V-VP
115/154 — 129/175 — V-VP
122/166 — 140/190 — V-VP
140/190 i.V i.V i.V i.V.
158/215 925 i.V. i.V i.V.
173/235 990 i.V. i.V i.V.
191/260 1100 i.V i.V i.V.
213/290 1190 i.V i.V. i.V.
66/90 387 77/105 440 V-VP
75/102 415 88/120 465 V-VP
87/118 494 100/136 555 V-VP
85/115 487 99/135 550 V-VP
97/132 555 112/152 615 V-VP
87/118 520 101/138 580 V-VP
96/131 535 110/150 595 V-VP
112/152 582 125/170 645 V-VP
119/161 654 132/180 720 V-CR
134/182 800 154/210 880 V-CR
143/195 800 169/230 880 V-VP
127/173 700 142/193 770 V-CR
146/198 700 160/218 770 V-CR
145/197 800 160/218 870 V-CR
157/213 801 71/233 870 V-CR
150/204 800 165/224 870 V-CR
160/217 800 174/237 870 V-CR
169/230 900 184/250 980 V-VP
191/260 108 5206/280 1165 V-VP
206/280 118 0221/300 1260 V-VP
130/177 790 147/200 860 V-VP
142/194 864 158/215 935 V-VP
101/137 570 115/157 630 V-VP
108/147 610 123/167 670 V-VP
115/156 601 32/180 720 V-VP
126/171 725 143/195 790 V-VP
141/192 790 162/220 860 V-VP
85/116 520 100/136 580 V-CR
92/125 566 107/145 630 V-CR
100/13 6612 114/155 680 V-CR
82/112 520 93/127 580 V-CR
89/121 563 103/140 625 V-CR
97/132 594 112/152 655 V-CR
123/167 774 137/187 845 V-CR
134/182 844 148/202 920 V-CR
145/19 860 160/217 940 V-CR
157/213 866 171/233 945 V-CR

New Holland T7510-6.6l
T7520 - 6.6l
T7530 - 6.6l
T7540 - 6.61
T7550 - 6.61

New HollandT8010 - 8.3l (ab 2005)
T8020 - 8.3I
T8030 - 8.3I
T8040 - 8.3I

New HollandCX8030 - 8.7l
CX8040 - 8.7l
CX8050 - 8.7l
CX8060 - 8.7l
CX8070 - 8.7l
CX8080 - 8.7l

New HollandCR9060 - 8.7l
SISU neue SISU CR Motoren 2006 für:

Case, Steyr, New Holland, Valtra, MF
84 CTA - 8.4l
74 CTA - 7.4l
66 CTA - 6.6l
49 CWA - 4.9l
44 CWA - 4.4l
33 DTA - 3.3l

Steyr 4100-4.51
Steyr 4115 - 4.5l
Steyr 6115 - 6.7l
Steyr 6125-6.7l
Steyr 6135-6.7l
Steyr 6135 CVT - 6.6l
Steyr 6145 CVT - 6.6l
Steyr 6155 CVT - 6.6l
Steyr 6170 CVT-6.6l
Steyr 6190 CVT-6.6l
Steyr 6195 CVT-6.6l
Valmet P130
Valtra 6400 / 6550
Valtra C 120-4.4l
Valtra C120e-4.4l
Valtra M 120-4.4l
Valtra M 120e-4.4l
Valtra M 130/XM 130/C 130
Valtra M 150/XM 150/C 150 - 4.4l
Valtra T 120-6.6l
Valtra T 130-6.6l
Valtra T 140e-6.6l
Valtra T 160-6.6l
Valtra T 170-7.4l
Valtra T 180/T190-7.4l
Valtra T 180/T190-7.4l
Valtra T 190 - 7.4l
Valtra T 170/T180-6.6l
Valtra T 190-6.6l
Valtra N 121 -4.4l
Valtra N 141 -4.9l
Valtra XM 130-4.41

XM 150-4.4l
Valtra S 260
Valtra S 240 - 8.4l
Valtra S 280 - 8.4l

MAN - D 0836 / LE401 EDC - 6.87l
MAN - D 2876 / LE404EDC - 12.81l
MAN - D 2876 / LE401 EDC - 12.81l
MAN - D 2840 / LE403EDC - 18.3 l
MAN - D 2842 / LE404EDC - 21.9l
MAN - D 2840 / LE404EDC - 18.3I
MAN - D 2842 / LE410EDC - 21.9l
MAN - D 2842 / LE4....EDC - 21.9l
MAN - Marine R6-730 -12.82l

Marine R6-800 -12.82l
MAN - Marine V8-900 -14.62l
MAN - Marine V10-1100 -18.27l
MAN - Marine V12-1224 - 21.93l
MAN-Marine V12-1360-21.93l
MAN - Marine V12-1550 - 21.931
MERCRUISER 1.7 L Cummins engine 120MS
MERCRUISER 4.2 L VM-Motori MD 706 LH
VW-marine2.5TDI, 100-5

2.5 TDI,120-5
2.5TDI, 150-5
2.5TDI, 165-5
3.0TDI-V6Penta KA(M)D44 24V R-6 / KA(M)D300 16V R-4

VOLVO Penta KA(M)D44 24V R-6 (2 Motoren)
VOLVO Pents Aquamatic Duoprop (KAD32P/DP-S)
VOLVO Penta Aquamatic Duoprop KAD300/DP 24V
VOLVO Penta Yacht Diesel D3-110 (Modell 2004)
VOLVO Penta KA D3-130 (Modell 2004)

KA D3-160 (Modell 2004)
VOLVO Penta Aquamatic D4-210 - 3.7l (Modell 2004)
VOLVO Penta Aquamatic D6-310 - 5.5l (Modell 2004)
VOLVO Penta Aquamatic Duoprop D6-350 - 5.5l (Modell 2004)
VOLVO Penta D3-110 - 2.4l
VOLVO Penta D3-130-2.4l
VOLVO Penta D3-160 - 2.4l
VOLVO Penta D3-190 - 2.4l
VOLVO Penta D4-180-3.7l
VOLVO Penta D4-225 - 3.7l
VOLVO Penta D4-260 - 3.7l
VOLVO Penta D6-280 - 5.5l
VOLVO Penta D6-310 - 5.5l
VOLVO Penta D6-370 - 5.5l
VOLVO Penta Aquamatic D3-130 SX/DP - 2.4l
VOLVO Penta Aquamatic D3-160 SX/DP - 2.4l
VOLVO Penta Aquamatic D3-190 SX/DP - 2.4l
VOLVO Penta Aquamatic D4-225 DP - 3.7l
VOLVO Penta Aquamatic D4-260 DP - 3.7l
VOLVO Penta Aquamatic D6-280 DP - 5.5l
VOLVO Penta Aquamatic D6-310 DP/DPR - 5.5l
VOLVO Penta Aquamatic D6-350 DP/DPR - 5.5lR M

104/141 570 118/161 630 V-CR
111/151 610 126/171 670 V-CR
118/160 660 132/180 720 V-CR
129/175 725 143/195 795 V-CR
144/196 792 159/216 870 V-CR
163/222 1022 184/250 1170 V-CR
182/248 1162 209/285 1360 V-CR
201/273 1285 230/313 1485 V-CR
223/303 1367 253/344 1575 V-CR
177/241 — 192/261 — V-CR
210/286 —  225/306 — V-CR
240/326 —  254/346 — V-CR
220/299 —  234/319 — V-CR
240/326   —   254/346     — V-CR
260/354 — 275/374 — V-CR
260/354 — 275/374 — V-CR

309/420 1500 342/465 1700 V-CR
206/280 1150 235/320 1350 V-CR
169/230 950 195/265 1050 V-CR
125/170 700 140/190 800 V-CR
110/150 600 125/170 680 V-CR
74/100 365 88/120 425 V-CR
74/101 435 85/116 495 V-CR
85/116 520 100/136 580 V-CR
85/116 520 100/136 580 V-CR
92/125 566 107/145 630 V-CR
100/136 612 114/155 680 V-CR
101/137 570 115/157 630 V-VP
108/147 610 123/167 670 V-VP
115/156 660 132/180 720 V-VP
126/171 725 143/195 790 V-VP
141/192 790 162/220 860 V-VP
144/196 792 165/225 865 V-CR
96/130 — 110/150 — V-VP
77/105 440 92/125 490 V-VP
88/120 500 103/140 560 V-VP
88/120 580 103/140 650 V-VP
88/120 500 103/140 560 V-VP
88/120 580 103/140 650 V-VP
99/135 510 114/155 570 V-VP
110/150 580 129/175 650 V-VP
88/120 505 103/140 565 V-VP
99/135 550 114/155 620 V-VP
107/145 655 125/170 720 V-VP
118/160 650 132/180 715 V-VP
125/170 655 140/190 715 V-VP
129/175 660 147/200 720 V-VP
140/190 745 162/220 820 V-VP
155/210 830 173/235 900 V-VP
132/180 670 151/205 740 V-CR
136/185 680 154/210 750 V-CR
98/133 540 114/155 600 V-CR
110/150 580 125/170 650 V-CR
99/135 510 114/155 570 V-VP
110/150 580 125/170 640 V-VP
191/260 i.V. C-11
181/246 970 202/275 1070 V-VP
206/280 1075 232/315 1180 V-VP

331/450 1280 382/520 1500 C-11
463/630 2330 522/710 2730 C-11
515/700 2510 580/790 2900 C-11
772/1050 3500 845/1150 4000 C-11
956/1300 4100 1066/1450 4600 C-11
603/820 2960 662/900 3250 C-11
809/1100 3830 919/1250 4200 C-11
1103/1500 4500 1250/1700 5000 C-11
537/730 2512 603/820 2800 V-CR
588/800 2700 654/890 3000 V-CR
662/900 2900 735/1000 3250 V-CR
809/1100 3700 882/1200 4050 V-CR
900/1224 4150 1000/1360 4550 V-CR
1000/1360 4700 1103/1500 5200 V-CR
1140/1550 5000 1250/1700 5500 V-CR
88/120 266 107/145 325 II
220/300 647 257/350 740 II
74/101 275 88/120 315 V-VP37
88/120 275 103/140 315 V-VP37
110/150 310 129/175 355 V-VP37
121/165 310 143/195 355 V-VP37
165/225 450 188/255 500 V-CR
138/188 — 154/210 — II
191/260 — 217/295 — 2 x II
125/170 — 147/200 — II
210/285 — 235/320 — II
81/110 — 95/130 — V-CR
96/130 — 110/150 — V-CR
118/160 — 132/180 — V-CR
154/210 500 164/240 580 V-CR
228/310 730 257/350 840 V-CR
257/350 — 287/390 — V-CR
81/110 — 95/130 — V-CR
96/130 — 110/150 — V-CR
120/163 — 136/185 — V-CR
140/190 — 154/210 — V-CR
132/180 — 151/205 — V-CR
165/225 — 188/256 — V-CR
191/260 — 217/295 — V-CR
206/280 — 232/315 — V-CR
228/310 — 257/350 — V-CR
272/370 — 301/410 — V-CR
96/130 — 110/150 —- V-CR
120/163 — 136/185 — V-CR
140/190 — 154/210 — V-CR
165/225 — 188/256 — V-CR
191/260 — 217/295 -— V-CR
206/280 — '232/315 — V-CR
228/310 — 257/350 — V-CR
257/350 — 287/390 — V-CR

sériaLodné motory s chipom
KW / PS(HP) NM KW / PS(HP) NM Typ chipu
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